AUTHENTICATED
U.S. GOVERNMENT
INFORMATION

GPO

Research and Special Programs Administration, DOT

approval agency certifies the packag-
ing.

Specification markings mean the pack-
aging identification markings required
by this part including, where applica-
ble, the name and address or symbol of
the packaging manufacturer or ap-
proval agency.

(f) No packaging may be manufac-
tured or marked to a packaging speci-
fication that was in effect on Septem-
ber 30, 1991, and that was removed from
this part 178 by a rule published in the
FEDERAL REGISTER on December 21,
1990 and effective October 1, 1991.

[Amdt. 178-97, 55 FR 52715, Dec. 21, 1990; 56 FR
66284, Dec. 20, 1991, as amended by Amdt. No.
178-106, 59 FR 67519, Dec. 29, 1994; Amdt. 178-
117, 62 FR 14338, Mar. 26, 1997]

§178.3 Marking of packagings.

(a) Each packaging represented as
manufactured to a DOT specification
or a UN standard must be marked with
specification markings conforming to
the applicable specification, and with
the following:

(1) In an unobstructed area, with let-
ters, and numerals identifying the
standards or specification (e.g. UN 1A1,
DOT 4B240ET, etc.).

(2) Unless otherwise specified in this
part, with the name and address or
symbol of the packaging manufacturer
or, where specifically authorized, the
symbol of the approval agency certify-
ing compliance with a UN standard.
Symbols, if used, must be registered
with the Associate Administrator for
Hazardous Materials Safety. Duplica-
tive symbols are not authorized.

(3) The markings must be stamped,
embossed, burned, printed or otherwise
marked on the packaging to provide
adequate accessibility, permanency,
contrast, and legibility so as to be
readily apparent and understood.

(4) Unless otherwise specified, letters
and numerals must be at least 12.0 mm
(0.47 inches) in height except that for
packagings of less than or equal to 30 L
(7.9 gallons) capacity for liquids or 30
kg (66 pounds) capacity for solids the
height must be at least 6.0 mm (0.2
inches). For packagings having a ca-
pacity of 5 L (1 gallon) or 5 kg (11
pounds) or less, letters and numerals
must be of an appropriate size.

§178.3

(5) For packages with a gross mass of
more than 30 kg (66 pounds), the mark-
ings or a duplicate thereof must appear
on the top or on a side of the packag-
ing.

(b) A UN standard packaging for
which the UN standard is set forth in
this part may be marked with the
United Nations symbol and other speci-
fication markings only if it fully con-
forms to the requirements of this part.
A UN standard packaging for which the
UN standard is not set forth in this
part may be marked with the United
Nations symbol and other specification
markings for that standard as provided
in the ICAO Technical Instructions or
Annex 1 of the IMDG Code subject to
the following conditions:

(1) The U.S. manufacturer must es-
tablish that the packaging conforms to
the applicable provisions of the ICAO
Technical Instructions or Annex 1 of
the IMDG Code, respectively.

(2) If an indication of the name of the
manufacturer or other identification of
the packaging as specified by the com-
petent authority is required, the name
and address or symbol of the manufac-
turer or the approval agency certifying
compliance with the UN standard must
be entered. Symbols, if used, must be
registered with the Associate Adminis-
trator for Hazardous Materials Safety.

(3) The letters ““USA” must be used
to indicate the State authorizing the
allocation of the specification marks if
the packaging is manufactured in the
United States.

(c) Where a packaging conforms to
more than one UN standard or DOT
specification, the packaging may bear
more than one marking, provided the
packaging meets all the requirements
of each standard or specification.
Where more than one marking appears
on a packaging, each marking must ap-
pear in its entirety.

(d) No person may mark or otherwise
certify a packaging or container as
meeting the requirements of a manu-
facturing exemption unless that person
is the holder of or a party to that ex-
emption, an agent of the holder or
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party for the purpose of marking or
certification, or a third party tester.

[Amdt. 178-97, 55 FR 52716, Dec. 21, 1990; 56 FR
66284, Dec. 20, 1991, as amended by Amdt. No.
178-106, 59 FR 67519, Dec. 29, 1994; Amdt. 178-
113, 61 FR 21102, May 9, 1996]

Subpart A—[Reserved]

Subpart B—Specifications for
Inside Containers, and Linings

SOURCE: 29 FR 18823, Dec. 29, 1964, unless
otherwise noted. Redesignated at 32 FR 5606,
Apr. 5, 1967.

§178.33 Specification 2P; inner non-
refillable metal receptacles.

§178.33-1 Compliance.

(a) Required in all details.
(b) [Reserved]

§178.33-2 Type and size.

(a) Single-trip inside containers.
Must be seamless, or with seams, weld-
ed, soldered, brazed, double seamed, or
swedged.

(b) The maximum capacity of con-
tainers in this class shall not exceed
one liter (61.0 cubic inches). The maxi-
mum inside diameter shall not exceed 3
inches.

[29 FR 18813, Dec. 29, 1964, as amended by
Order 71, 31 FR 9074, July 1, 1966. Redesig-
nated at 32 FR 5606, Apr. 5, 1967, and amended
by Amdt. 178-101, 58 FR 50237, Sept. 24, 1993]

§178.33-3

(a) By competent inspector.
(b) [Reserved]

Inspection.

§178.33-4 Duties of inspector.

(@) To inspect material and com-
pleted containers and witness tests,
and to reject defective materials or
containers.

(b) [Reserved]

§178.33-5 Material.

(a) Uniform quality steel plate such
as black plate, electro-tin plate, hot
dipped tin plate, tern plate or other
commercially accepted can making
plate; or nonferrous metal of uniform
drawing quality.
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(b) Material with seams, cracks, lam-
inations or other injurious defects not
authorized.

§178.33-6 Manufacture.

(a) By appliances and methods that
will assure uniformity of completed
containers; dirt and scale to be re-
moved as necessary; no defect accept-
able that is likely to weaken the fin-
ished container appreciably; reason-
ably smooth and uniform surface finish
required.

(b) Seams when used must be as fol-
lows:

(1) Circumferential seams: By weld-
ing, swedging, brazing, soldering, or
double seaming.

(2) Side seams: By welding, brazing,
or soldering.

(c) Ends: The ends shall be of pres-
sure design.

[29 FR 18823, Dec. 29, 1964, as amended by
Order 71, 31 FR 9074, July 1, 1966. Redesig-
nated at 32 FR 5606, Apr. 5, 1967]

§178.33-7 Wall thickness.

(@) The minimum wall thickness for
any container shall be 0.007 inch.
(b) [Reserved]

[Order 71, 31 FR 9074, July 1, 1966. Redesig-
nated at 32 FR 5606, Apr. 5, 1967]

§178.33-8 Tests.

(a) One out of each lot of 25,000 con-
tainers or less, successively produced
per day shall be pressure tested to de-
struction and must not burst below 240
pounds per square inch gauge pressure.
The container tested shall be complete
with end assembled.

(b) Each such 25,000 containers or
less, successively produced per day,
shall constitute a lot and if the test
container shall fail, the lot shall be re-
jected or ten additional containers may
be selected at random and subjected to
the test under which failure occurred.
These containers shall be complete
with ends assembled. Should any of the
ten containers thus tested fail, the en-
tire lot must be rejected. All contain-
ers constituting a lot shall be of like
material, size, design construction, fin-
ish, and quality.

[Order 71, 31 FR 9074, July 1, 1966. Redesig-
nated at 32 FR 5606, Apr. 5, 1967]
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